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5 July 1955
NEMCRARDUM FPOR: SA/Pe/DCI
SUBJECT : Charecteristics of Projeet Eguipment
3. m»mmmcmmmxuwm-mmnmam
ic b A,
2. Over and above the equipment and instruments specified by the
aireraft mamufscturer (e.g. readie compses, redic, eutommtic pilet,

altimeter, air speed indicetor, elock, ete.), emch operational aireraft
will earry:

25X1

b. View finder and perisecpe with &rift-meter cepabilities

€. Charting camers for full treck, herison %o horizen covarege 5s &
basic dats reeord for each mission and for lilawry use. Each freme

in this comers will carry a photograph of s verticsal indicater snd e

clock set to GMT and synchronived with other equipment clocks in the

aircraft

d. A sun-pesition camera with sssocisted clock. This camers will
periodically photograph simultenecusly the sun and the entire horizon
and provide basic position information for use with the charting camera
r;;?. It will permit ressombly aseurate bridging of blanks due to
cloud cover.
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3. Photographic Equipment coofigurations sre dsseribed in Tab B. Scale,
coverage, mmber of exposurss and other relevant date are given in Tab C.
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BRIBFING HOTES

iaL.A gives a parfoarmnce comparison of the aircraft £
i . or the J57-P-37 and
gg’?—? 31 qnxim_a. In this connection, it is noted thet on the P=31 pu‘fgrmnce,
ry preliminery data indicates a possibls thrust of 700 lba. at 70,000 ft,

conditions of 1.13. These numbers should be conpared respecti
gtm%n lg;btizmt figurs and the 1.146 figure far specific ﬁm&&m

4aR.B contains a hrief description of the tographic squipme
provided. It i8 noted that Configuration A utii’gzu ahnﬁnx:lq aqxﬂ.p:fn?hg
Mab is being substantislly rewarked in order to improve the resolution
tlimhlet (msmm‘w:smhnafwteroté)mumbatw
waight clharacteristics. This canfiguration is being procured in order to have
g:van squipments as soon as airplanes ars available, Configuration B is
iemﬂtoziwfullmsimmgastamlhtmmﬁnﬁmaanb
{:?;i.hla vith Configuration A. This configuration involves a new design
ih camsra and optical systems. Configaration ¢ is used for high
resolution telephoto coversge of specific targets with the 200" lens now 25X1
planned. Distances of a few feet can be resolved from maximum altitudes.

HiM:mah
' March 1955
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